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Overview 
 
The Twinlight Driver will enable the highbeam light to turn on with a lower light 
setting (adjustable).  No permanent modification to the wiring is required and the 
highbeam still works like normal. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FAQs 
- It does not effect bulb life. 
- Your high beam light still works. 
- Does not overload the fuse, as both headlights run via the same 15A fuse. 
- The box does not get hot. 
- It can be removed. 
- The range of adjustment is around 20 to 80%. 
- The blue highbeam instrument light will turn on partially. 
- Only for Halogen bulbs, NOT HID bulbs. 
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Headlight 
Connector 

Twinlight Driver  
plugs in between the headlight 

connectors and the bulbs 

Headlight 
Connector 
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INSTALLATION 
 
To install the Twinlight Driver, you need to remove the headlight bulb covers.  The 
installation is much easier if the fairing top panels are taken off, which is quite easy. 

 
 

 
 
 

 
 

Remove 
top panel 
on both 
sides of 

bike 

Remove 
these two 
5mm hex 

bolts. 

Remove 
headlight 

cover 
on both 
sides of 

bike 

Remove the 
four screws 
with a short 

stubby 
philipshead 
screwdriver. 

 
NOTE: 
Be really 

careful not to 
drop any of 
the screws 

into the side 
fairing. 
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For right bulb, 
squeeze in tabs 

and pull 
connector down. 

Pull left 
headlight 
connector 

off. 

Thead the 
blue/black 
wire from 
the right 

headlight to 
the left. 

 
NOTE: 

Make sure 
to thread 
where 

shown, as it 
is much 

easier here 
than doing 
it lower. 
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With the blue/black wire threaded through, use it to pull the thick red wire through to 

the left headlight. 
 

PLUG IN LEFT SIDE 

 
 
 

PLUG IN RIGHT SIDE 

 
 

Plug the 
separate 

short black 
wire in on 
the left, 
making 
sure it 

matches to 
the black 
bike wire. 

 

Plug the 
red wire on 
the right. 

 
NOTE: 

Make sure 
the wires 

are plugged 
in as 

shown. 

Plug the 
black wire 
in on the 

right. 
 

Plug the blue 
wire on the 

left. 
 

Some people 
prefer to 

unscrew the 
light bulb to 

get the 
terminals 

fitted. 
 

NOTE: 
Get the wires 
around the 
right way!!! 

Do make 
sure to fully 
push these 

terminals on. 
 

WARNING!! !  
PLUGGING THE 

UNIT IN THE 
WRONG WAY 
COULD BLOW 

IT UP!!! 

Black 
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Turn ignition on. 
Make sure the highbeam switch is off. 

 

 
 

Check to make sure your low beam light is working. 
Test you can turn your highbeam on like normal. 

 
 

 
 
 

 
    Then TEST RIDE!!!! 
 
 
 
 
The owner accepts ALL responsibility for the use and installation of this product. The product must not be used if 
malfunction occurs, a suspected malfunction occurs and/or not configured correctly.  The use of this product may 
not be compliant with local laws.  Only use if safe and permitted to do so and at your own risk. 

Use a small 
flathead 

screwdriver to 
adjust to 
desired 

brightness. 
 

Full dim to 
full brightness 
is ~25 turns. 

Tuck wires 
in where 
possible. 

Fit headlight covers back on.  
This cover is a little more 
difficult, however both the 

connector and driver box will 
fit in a couple of positions. 


